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INTERCOM FEATURES

Vandal Resistant Construction

L 4

Painted Steel Backbox

"Lexan” Directory Window

Zinc Die—Cast Keypad
Programmable System Master Code
Stondard Copocity for 750 Tenants
Memory Maintained during complete
Standard 26 Bit Weigand Output to
Variable Tenant Code Length: 1 to
Field Programmable via Keypad
Voice Moil Compatible

Multiple Entrance Capability (20)
Provision for Postal Service Lock
Autodialer (7210) or NPL (7250)

L 2R K 2 I K 2 I N R K N R K 4

Rugged 16 Gauge Stainless Steel Faceplate

Power Failure
Card Systemn
4 Digits

! I
/l FLAT PANEL

ELECTRONIC
NAME DISPLAY

DIRECTORY FEATURES

@ Flat Panel Electronic Display
LCD (/LCD) or Electroluminescent (/EL)

€& 1000 Name Capacity

20 Names per Page, 25 Characters per Field
€& Programmable Title Page
18 Lines — 30 Characters per Line
26 Point Upper and Lower Case fonts
Slim or Bold Font Selection

Reverse Screen Option
Auto Sorting by Name or Code

® S o o

Program with PC Keyboard or
Computer Management Software
& RS5232 Connection

Optional Semi—Flush Stainless Steel Trim
(Order #7210/TR)

0.875 DIA. KNOCKQUT

(2 PLACES)
POWER
Intercom: 16VAC/20VA Min.

Class 2 Transformer

Directory/L.CD: 16VAC/30VA Min.
Class 2 Transformer

Directory/EL: 2x16VAC/30VA Min.
Class 2 Transformers

Door Strike: Class 2 Transformer

28V/3 AMP. Max. AC or DC

ES&P Corporation

1 Bradwick Drive, Unit 8
Concord, Ontario, Canada L4K 2T4
Tel: (905) 738-6855 Fax: (905) 738-8116




